MD 28 IS CONSIDERED TO RUN
IN AN EAST-WEST DIRECTION.

RIGHT OF WAY LINE

—
———

“CERVICE ROAD

CONCRETE S/W

NCRETE

O R

21.23

LEFT TURN
YIELD

ON GREEN

R 1B-12
36"x42'

EXISTING SIGNS
25 26,28 29
N©
‘ TURN
ON RED
ONLY
R10~%1b
R3-5(L) R3-6(R) 30" x 307
307 x 30” 30" x 30
220.22b.24a.24b
Baltimore Rd.
D32
18" x Var.

PROPOSED SIGN

27

LEFT TURN

YIELD
ON GREEN

EXISTING STGNALS
3‘6‘79

13-20

[N

w
[s]
o

12”

NOTE: THERE IS 1 (ONE) HANDHOLE

LOCATED WITHIN THIS BREAK 300’ FROM
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A. REMOVE EXISTING 3 SECTION SIGNAL HEAD AND INSTALL 5 SECTION SIGNAL HEAD

B. REMOVE EXISTING R3-5(L) AND INSTALL R10-12 IN SAME LOCATION AS SHOWN.
C. USE EXISTING CONDUIT IF NECESSARY.

RIGHT OF WAY LINE

CONSTRUCTIGON DETAILS

AS SHOWN. (NOTE: CONTRACTOR SHALL USE EXISTING WIRING IF NECESSARY).

D. USE EXISTING HANDHOLE IF NECESSARY.
E. USE EXISTING POLE IF NECESSARY. \ A
F. USE EXISTING CABINET AND CONTROLLER TO REWIRE PROPOSED SIGNAL IF NECESSARY. | -
G. REMOVE EXISTING SIGNAL HEAD AND INSTALL 3 SECTION (BLACK FACED) SIGNAL HEAD IN \ Ei:
AS SHOWN. (NDTE: USE EXISTING WIRING). i —

H. EXISTING OVERHEAD SERVICE TO BE MAINTAINED BY PEPCO. D/W [:)
J. INSTALL 6'x6’ LOOP DETECTOR ENCASED IN 1/4” FLEXIBLE TUBING (4—TURNS). - ij
K. INSTALL 1” LIQUID TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT (DETECTOR WIRE SLEEVE). - i TTW
L. INSTALL 1 GALVANIZED ELECTRICAL CONDUIT (DETECTOR WIRE SLEEVE). i
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EN NOTES:

1. This plan reflects only those underground utilities
that were apparent at the +ime of this ilocation
being asbuilt. A detailed review was not undertaken
and the plan should not be construed as representing
all underground utilities in the area.

2. Contact MCDPWAT TMC at (240)777-2100(72)
hours prior to marking underground signal equipment.
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STREET TRAFFIC STUDIES, LTD.

400 Craln Hwy.NW.,
Glen Burnle, MD 21061

T T Ph (440) 590-5500

4498.dgn

Fax {(40) 590-6637
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